
AT-LP60BT
fully automatic wireless  
belt-drive stereo turntable
•  Connects wirelessly to devices with Bluetooth® wireless 

technology (powered speakers, headphones, stereo 

receivers), or to wired audio systems and powered speakers 

via included dual RCA output cable

•  Fully automatic belt-drive turntable with two speeds (33 1/3, 

45 RPM)

•  Built-in switchable phono pre-amplifier

•  Anti-resonance, die-cast aluminium platter

•  Integral Audio-Technica Dual Moving Magnet™ phono 

cartridge with replaceable diamond stylus

Specifications*:
Turntable Specifications
 Type: Belt drive turntable, fully automatic

 Platter:  Aluminium

 Motor:  DC servo-controlled

 Speeds:  33-1/3 RPM, 45 RPM

 Wow and Flutter:  Less than 0.25% (WTD) @ 3kHz (JIS)

 Signal-to-Noise Ratio:  >50dB (DIN-B)

 Cartridge:  Integral Dual Moving Magnet™ stereo cartridge with diamond stylus

 Output Level:  Pre-amp “PHONO”: 2.5mV nominal at 1kHz, 5cm/sec
  Pre-amp “LINE”: 150mV nominal at 1kHz, 5cm/sec

 Phono Pre-Amp Gain:  36dB nominal, RIAA equalized

General Specifications
 Power Supply Requirements:  220 to 240V AC, 50/60Hz, 3W (Europe)

 Dimensions:  360.0mm W x 97.5mm H x 356.0mm D

 Net Weight:  2.98kg

 Furnished Accessories:   3.5mm (1/8”) mini-plug (male) to dual RCA (male)  
stereo output cable; 45 RPM adapter; removable hinged dust cover

 Replacement Stylus:  ATN3600L

Bluetooth® Specifications
 Communication System:  Bluetooth® version 3.0

 Output:  Bluetooth® specification Power Class 2

 Max. Communication Range:  Line of sight - approx. 10m

 Bluetooth® Profile:  A2DP

 Support Code:  SBC

 *Specifications are subject to change without notice.
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